
704-654-8355 TrainWorksGlobal.com 

Electric CP Huntington Train

LOCOMOTIVE 
•	 Locomotive Battery Voltage ............ 102 Volt 
•	 Battery Capacity ............ 14 KWH 
•	 Locomotive Motor HP ............ 47 Peak 
•	 Battery Type ............ Lithium Iron Phosphate 
•	 Motor Type: ............ (2) AC 
•	 Battery Status Display 
•	 Track Gauge ............ 24” 

Optional: 
•	 Wireless PA System 
•	 Authentic Train sounds 

COACHES 
•	 General Specifications 
•	 Coach Weight - 3,300 lbs. (about 1496.85 kg). 
•	 Passenger Weight - 3,200 lbs. (about 1451.49 kg). 
•	 Number of seats per coach - 7 
•	 Maximum number passengers per seat 
•	 - 2 adults & 1 child

GENERAL 
•	 Maximum grade ............ 3% 
•	 Minimum track curve radius ............ 75 ft 
•	 Maximum Recommend speed ............ 12 MPH 

OPTIONAL EQUIPMENT 
•	 Brass Trim 
•	 Chrome Trim 
•	 Custom Paint 
•	 Seat configuration 
•	 Crossing Signal flashing light, signal bell 
•	 Crossing gate signal with drop gate 
•	 Turnout Switches are available in right or left 

configuration 12 lb. 16 lb. or 25 lb. 
•	 Turnkey track installation available 

Let Us Build YOUR Adventure!
Specifications subject to change without notice

Specializing in Amusement Park Trains
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